
DATASHEET: NX PRO Direct Drive HR

Simplify3D Professional Software
Heated Bed: 100ºC
Build Plate Leveling:

· Automatic

Display: 5” color touch screen
Control Devices: PC, tablet, Smartphone
Control Mode: Web

Energy smart Management
Power Rating: 500W
Noise Level: 44 dB 
(closed door, 40dB)

1 Year Limited Warranty

Layer Resolution: 10µm 
Maximum Layer Height: 
0,6 nozzle: 0,48mm 0.8 nozzle: 0.6mm
0,4 nozzle: 0.43mm      0,25 nozzle: 0,16mm

Connected to the Internet 
Conectivity: Wifi, Micro SD 
Optional: Ethernet

Printer Volume: 295x185x200 mm 
Printer Size: 550x440x410 mm 
Package Size: 605x501x500 mm 
Package Weight: 32 kg
Printer Weight: 30 kg

Filament: 1,75 mm
Nozzle Diameter:
0.25 - 0.4 - 0.6 - 0.8 mm
* Only includes 0.4 mm nozzle
Maximum extruder temperature:300ºC

Materials:TPU HARDNESS +, PETG FP, PVA 
ULTRA, PLA Recycled, PLA Crystal, TPU CF, 
HIPS, PVA, PC, R-PET, PLA Silk, PET CF, PP, PP 
SUPPORT, PA CF, ASA, PETG, PLA 3D850, PA HT, 
PETG MDT, PLA 3D870, FLEX 93A, ABS, FLEX 
98A, Glace, Medical, ABS FP, PP GF, Nylstrong.


